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AUTHOR INFORMATION 
 

Writing should be submitted according to these following restrictions: 

1. Manuscript should be submitted online via journal website. Author must login in order to make submission. 
Online registration will be charged at no cost. 

2. Manuscript should be contains at least 2.000 words and should not exceed 10 pages A4 including figures and 
tables, contain no appendix, written using Open Office Text Document (.odt) or Microsoft Word (.doc/.docx) 
with margin for top, right and bottom is 2cm and 2.5cm for left. 

3. Title, Abstract, and Keywords should be written in English and Indonesian 
a. Title should be less than 15 words : title case, small caps, centered, bold, font type Times New Roman (TNR) 

and single spaced. Font size 16 for Indonesian title and 14 for English title. 
b. Abstract contains neither pictures nor tables, justified, in 10 TNR and single spaced. The titles are ‘Abstract’ 

(in English) and ‘Abstrak’ (in Indonesian): justified, bold, in 12 TNR and single spaced. Indonesian abstract 
should not exceed 250 words and English abstract should not exceed 150 words. 

c. Keywords contain three to five words separated with coma, justified, in 10 TNR and single spaced. 
d. The body of the writing should be in 1 cm spaced two columns, justified, in 11 TNR, and single spaced. 

4. Manuscript body should be: 
a. Written in two columns, justified, TNR 11, spasi 1, first line indent 5 mm, colom spacing 1 cm. 
b. Consist of four main sections: Introduction, Main Content (Method/Material/etc), Result and Discussion, and 

Conclusion; followed by acknowledgment (if any) and References. 
5. Heading should be made in four levels. Level five cannot be accepted. 

a. Heading 1: title case, small caps, left aligned, bold, 14 TNR, single spaced, Roman numbered followed by 
dot (e.g. I. INTRODUCTION) 

b. Heading 2: title case, left aligned, bold, 11 TNR, single spaced, Capital numbered followed by dot (e.g. A. 
Experiment) 

c. Heading 3: title case, left aligned, italic, 11 TNR, single spaced, numbered by number followed by closed 
bracket (e.g. 1) Field Experiment) 

d. Heading 4 is not recommended, however, it could still be accepted with the format of: sentence case, left 
indent 5 mm, hanging indent 5 mm, italic, 11 TNR, single spaced, numbered by small cap followed by closed 
bracket (e.g. a) Field experiment result) 

6. Figure and table should be in black and white, and if it made in color, it should be readable when it later printed 
in black and white. Figure and table should be clearly readable and in a proportional measure to the overall page. 
Caption should be numbered, in 10 TNR and single spaced. For layouting purpose, please provide the respective 
captioned figure/table in with extension .tif/.jpg/.jpeg within a particular folder apart from the manuscript. 

7. Mathematical equation should be clearly written, numbered orderly, and accompanied with any information 
needed. 

8. Header and footer including page number must not be used. All hypertext links and section bookmarks will be 
removed from papers. If you need to refer to an Internet email address or URL in your paper, you must type out 
the address or URL fully in Regular font. 

9. Citation and Reference are written according to IEEE style 
a. Citations numbering should be numbered in [1], [2], [3], ... format, according to appearance order. 
b. Wikipedia, personal blog, or non scientific website is not allowed to be taken into account. 
c. Primary references should be at least 80% from at least ten references. 
d. References shoul be taken from the late five years. 
e. References writing style should be as follows. 

[1] W.-K. Chen, Linear Networks and Systems. 2nd ed., R. M. Osgood, Jr., Ed. Belmont, CA: Wadsworth, 1993, pp. 23–35. 
[2] G. O. Young, “Synthetic structure,”in Plastics, 2nd ed., vol. 3, J. Peters, Ed. New York: McGraw-Hill, 1964, pp. 15–64. 
[3] J. U. Duncombe, “Infrared navigation-Part I: An assessment,” IEEE Trans. Electron Devices, vol. ED-11, pp. 34-39, Jan. 1959. 
[4] E. P. Wigner, “Theory of optical laser,” Phys. Rev., vol. 134, pp. A635–A646, Dec. 1965. 
[5] E. H. Miller, “A note on reflector arrays,” IEEE Trans Antennas Propagat., to be published. 
[6] D. B. Payne and J. R. Stern, “Wavelength-switched passively,” in Proc. IOOC-ECOC, 1985, pp. 585–590. 
[7] D. Ebehard and E. Voges, “Digital single sideband,” presented at the 2nd Int. Conf. Fiber Sensors, Stuttgart, Germany, 1984. 
[8] G. Brandli and M. Dick, “Alternating current fed power supply,” U.S. Patent 4 084 217, Nov. 4, 1978. 
[9] E. E. Reber and C. J. Carter, “Oxygen absorption,” Aerospace Corp., Los Angeles, CA, Tech. Rep. TR-020 (4230-46)-3, Nov. 1968 
[10] J. Jones. (1991, May 10). Networks Architechture. (2nd ed.) [Online]. Available: http://www.atm.com/ 
[11] R. J. Vidmar. (1992, Aug.). The use of plasm. IEEE Trans Plasma Sci. [Online]. 21(3), pp. 87–88. Available: http://halcyon.com/pub/ 
[12] PROCESS Corp., MA. Intranets: Internet deployed. Presented at INE Annu. Meeting. [Online]. Available: http://process.com/wp2.htp 
[13] S. L. Talleen. (1996, Apr.). The Intranet Architecture. Amdahl Corp., CA. [Online]. Available: http://www.amdahl.com/infra/ 

10. Detailed writing guidance can be seen in the ‘writing layout manual’ that can be downloaded in journal website. 

The Editorial Board is authorized to Reject a manuscript based on peer reviewer advice and make a necessary 
changes or adjustment related with language properties without altering the substance. Substance editing would be 
consulted with the author first 

Editorial Board 


